


Fluorescence Immunoassay Analyzer

FS-114

+ Dimension: 239x 278 x 148mm
- Weight: 3.3kg
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% Built-in Thermal Printer

Large Display Q

- Real-time auto-printing
- Support for external printer

r=1 Connectivity

- Wifi connection to LIS/HIS
- RS 232 and Ethernet port
- 4 USB ports
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@ 1D Chip Port

- Automatically reading
of batch number and
calibration information
in the ID chip

Test Reagent

Designed Sampler
- Specially-designed sampler ==
for small volume of specimen

N Smooth operation -
Security system -

Custom intelligent management module -
Multi-user management -

7
8” LCD Capacitive touch screen -
Intuitive user interface -

7800mAh battery -

Internal rechargeable battery -
21-hours stand by time -

>200 tests without power supply -

Multiple testing modes available -
Unique quick mode for largenumber of samples -

Suitable for whole blood,serum, plasma and urine -
_______ ~ Room temperature storage -
'\ Get results in 3-15 minutes -
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Technical Advantages

Portable

Small size,
7800mAh built-in battery
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Easy to operate,

Finecare Plus
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Application

Convenient

large curved handle

3.|5 Instant Results
- Get results in 3-15 minutes

@ Reliable Accuracy

Good correlation with CLIA method

g Temperature Control

Provide better reaction condition

Laboratory ER Ambulance Clinics ICU
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